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EDDL AD 2.1 Aerodrome location indicator and name

EDDL DUESSELDORF

EDDL AD 2.2 Aerodrome geographical and administrative data

1 ARP coordinates and site at AD N 51 16 51.33 E 006 45 26.32
287° GEO and 948 m from TWR

2 Direction and distance of ARP from (city) 7.4 km (4.0 NM) N Düsseldorf centre

3 Elevation/Reference temperature 147 ft / 23.0°C

4 Geoid undulation at AD ELEV PSN 46 m

5 MAG VAR/date of information and annual change 3.2 °E (2024,11) / 0.2

6 AD operator, address, telephone, telefax, telex, AFS, E-mail,
website

FLUGHAFEN DUESSELDORF GMBH
Postfach 300363, 40403 DUESSELDORF
Tel.: +49 211 421-0
Fax: +49 211 421-6666 (Flughafengesellschaft Düsseldorf)
AFTN: EDDLYDYX
Telex: 8584 818

7 Types of traffic permitted (IFR/VFR) IFR/VFR

8 Remarks Nil

EDDL AD 2.3 Operational hours

1 AD operator H24

2 Customs and immigration H24

3 Health and sanitation H24

4 AIS Briefing Office AIS-C H24 (see GEN 3.1)

5 ATS Reporting Office (ARO) AIS-C H24
(see GEN 3.1)

6 MET Briefing Office H24
See EDDL AD 2.11

7 ATS H24

8 Fuelling 0345 (0245) – 2100 (2000)
BP/Aral, Q8:
Jet A 1 and turbine oils:
Service provided by DFS
0330 (0230) – 2100 (2000)
Esso, Shell, DEA, TotalFinaElf:
Jet A 1 and turbine oils:
Service provided by DFS
0500 (0400) – 2130 (2030)
Refuelling station (General Aviation):
AVGAS 100 LL, Jet A 1 and all oil grades,
Jet A 1: 0600 (0500) – 2230 (2130)

9 Handling 2200 (2100) – 0430 (0330)
GAT: PPR
PPR-Request before 2100 (2000):
Tel.: +49 211 421 7062 or Fax: +49 211 421 7063
General Aviation recommend to contact ground handling before
flight.
2100 (2000) – 0600 (0500)
PPR-Requirement:
GA-flights later than 2000 (1900) or GA-flights
From/to Non-Schengen countries require a PPR-number from the
GAT operator. Requests must be submitted 24h in advance to:
ppr.dus@jetaviation.de

10 Security H24

11 De-icing H24

12 Remarks Nil
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