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EDDB AD 2.18 ATS communication facilities

Service Channel/ Logon
designa-

tion
Call sign Frequency

(MHZ)
Sat-
voice

address Hours of operation Remarks

1 2 3 4 5 6 7

121.500 - - H24 Emergency frequencies for all ser-
vices

243.000 - - H24

ATIS BERLIN ATIS 123.780 - - H24 Designated operational coverage
60 NM, FL 200

APP BREMEN RADAR 119.630 - - H24

120.630 - - H24

126.425 - - H24

119.505 - - O/R

120.340 - - H24

313.500 - - H24

398.575 - - H24

BERLIN ARRIVAL 121.130 - - H24 Designated operational coverage
40 NM, FL 100

136.105 - - H24

TWR BERLIN TOWER 118.805 - - H24 (SOUTH)

120.030 - - H24 (NORTH)

118.855 - - HX Alternate frequency

396.850 - - H24

BERLIN GROUND 121.705 - - H24 (SOUTH), APRON W1 – W5

129.505 - - H24 (NORTH), APRON 1, 4

121.905 - - HX Alternate frequency

BERLIN DELIVERY 121.605 - - H24 Initial call IFR/VFR and start-up
request

BERLIN APRON 121.855 - - H24 APRON B, C, D (EXC D01-D03)

129.605 - - H24 APRON 2, 3, 3A, 3B, A, D01-D03,
E

EDDB AD 2.19 Radio navigation and landing aids

Type of aid
MAG VAR

Type of Frequency/ Position of Elevation of Service
supported OPS Channel transmitting DME volume
VOR/ILS/MLS service provider Hours of antenna transmitting radius

declination ID RPI operation coordinates antenna GBAS Remarks

1 2 3 4 5 6 7 8

Berlin Brandenburg
ILS 06L (CAT III) Usable:

Up to 13.9 NM in the area 033°(L)/033°(R)
in relation to RCL
MIN interception altitude: 2000 ft MSL.
From 13.9 NM to 17 NM in the area
033°(L)/033°(R) in relation to RCL
MIN interception altitude: 2400 ft MSL.
From 17 NM to 25 NM in the area 010°(L)/
010°(R) in relation to RCL
MIN interception altitude: 2400 ft MSL.

LOC
(5° E/2024)

IBNE 110.70 MHZ H24 N 52 22 45.99
E 013 32 04.50

-

Usable up to 15 NM BTN 8°(L) and 8°(R) of
RCL.

GP - 330.20 MHz H24 N 52 22 03.23
E 013 29 22.86

-

* Ghost frequency
DME IBNE CH44x

(110.70 MHz *)
H24 N 52 22 03.25

E 013 29 22.86
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