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STRENGTH: 54/R/B/X/T, EXCEPT STANDS 5, 5A, AND 6

STRENGTH: 139/R/C/W/T

GP/DME

ITIF__330.8-46X

GP/DME
ITAI  330.2- 44X

~ TERMINAL

¥ 240 x 45
PRECISION
APPROACH
CAT | LIGHTING
SYSTEM

& controL
TOWER

BLDG.

NOTES:

300

500

1000

1000 2000 3000

o 4+ o

CHANGE: APRON BCN revised

00
METERS
ET

TAIF INTERNATIONAL AIRPORT (OETF) MAY BE USED AS AN ALTERNATE FOR FOR B747 -8
AIRCRAFT SUBJECT TO THE FOLLOWING LIMITATIONS.
1.B747-800 AIRCRAFT ALL OPERATIN WEIGHT DOES NOT EXCEED 350 TONS.

2. B747-800 AIRCRAFT SHALL USE RWY 17/35 AND PARALLEL TAXIWAY M & B.

3. PARKING PAD N0.11 ON CIVIL APRON AT NOSE-IN POSITION IS THE ONLY AUTHORIZED
PARKING FOR 747-8 AND PILOT MUST CONTACT TOWER FOR PARKING INSTRUCTIONS.
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