
AIP NORGE / NORWAY AD 2 ENSR 2 - 1

Avinor

VDF

LOC 14 SR
DME 14 SR

A

B

RWY THR 14 ELEV 11
694726.84N 0205714.04E
GUND 93

RWY THR 32 ELEV 16
694701.02N 0205750.28E
GUND 93

JET A-1 + FSII

1

2

3

PLASI 14 (4.5°)
MEHT 27

PLASI 32 (4.5°)
MEHT 25

1014 x 30 G
rooved asphalt

TWR

TERMINAL

VAR 11° E 2020
Annual change 0.27° E

0 1000500 FT

0 200 M

Dimensions in meter, elevation in feet, bearings are magnetic.

SCALE: 1:3 500
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NOTES - REMARKS

- APCH RWY 14: XBAR AT 300 AND 150 M FM THR.
  INNERMOST LGT FLUSH WITH SURFACE, 60 AND 30 M
  FM THR. CL LGT AT INTERVALS OF 30 M. XBARS AND
  CL LGT ARE LIL. ALL LIH OFF-SET 10° E OF RCL.
  BALKED LDG GUIDANCE LGT LOCATED 280 M AFTER THR.

- PLASI RWY 14: THE APPROVED AREA IS CENTRED
  ALONG A LINE 5° E OF RCL.

- APCH RWY 32: XBAR AT 150 M FM THR. INNERMOST LGT
  FLUSH WITH SURFACE, 60 AND 30 M FM THR. CL LGT AT
  INTERVALS OF 30 M. OUTER XBAR AND CL LGT ALSO LIL.
  5 CIRCLING LGT RIGHT BASE SSE. 5 SEQUENCED FLASHING
  W LGT 440, 660, 870, 1080 AND 1300 M FROM THR 32.
  BALKED LDG GUIDANCE LGT LOCATED 280 M AFTER THR.

- DUAL PLASI RWY 32: VISIBLE IN SECTOR 120°-154°.
  LIMITED TO DME 1.4 SR. RESTRICTIONS APPLY FOR USE,
  REF AD 2.23.

Runway strength, REF AD 2.12
Apron surface and strength, REF AD 2.8
Taxiway width, surface and strength, REF AD 2.8
Declared distances, REF AD 2.13

SØRKJOSEN, SØRKJOSEN

NORWAY

ARP 694712N 0205735E

AD ELEV 16

AERODROME CHART

ICAO

COM

AFIS  119.600 MHZ

comService
COMCOM

comFrequency

RUNWAY

14 143.411

32 323.421

RWY BRG d

De-Ice

Storage of dangerous goods

Parking for aircraft
 carrying dangerous goods

Non accessible area

Engine Testing Area

Fire drill area

Manouvering Area Boundary

No entry

Instrument navaids

Anemometer

RVR

Windsock

ARP  / HRP

Legend

Parking/docking chart extent

Construction area
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